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DIS-MICRO
The DIS-Micro is a very low priced 
and low power beacon. It can be 
used in combination with some of 
our other gateway devices. Due to 
its thin design it has the perfect fit 
to be safely secured on your assets. 
Because of its unique algorithm it 
has a lifetime of 9+ years on the 
same batteries.

VERSATILE USE
Fits various assets with configurable split pin length 
(0–7 mm).

RANGE 
When used in combination with one of our 
modules, its reach is 120 meters

UNIQUE ALGORITHM
Due to its very low power design it has a lifetime  
of 9 years (beaconing every 5 minutes)

UNIQUE IDENTIFIER 
This device is equipped with a unique identifier,  
ensuring secure and traceable operation
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10G READY
This device is 10G ready



Long life battery powered cellular IoT tracker

Key features 
Battery Life: 9+ years (beacon every 5 minutes) 
Compact/thin design

DIS-MICRO
Overview
The DIS-Micro is a low-power, cost-effective tag designed to integrate 
seamlessly with our other gateway devices. The tag features a beacon  
interval of 5 minutes, operating continuously around the clock. Thanks 
to its advanced algorithm, the DIS-Micro boasts an impressive battery 
life of over 9 years, ensuring long-term reliability and efficiency in  
tracking and monitoring applications.

Battery Performance
Benefiting from a distinctive algorithmic approach, the DIS-Micro 
achieves an impressive operational lifespan of 9+ years on a singular 
set of batteries. The proprietary algorithm ensures optimized power 
consumption, contributing to prolonged battery endurance.

Beacon Signal Range
When used in combination with some of our other gateway devices, 
the range of the DIS-Micro is 50-120 meters. 

IK6 Rating
Certified with an IK6 rating per IEC 62262 standards, the DIS-Micro 
is designed to withstand moderate external mechanical impacts. This 
assures users of its durability and reliable performance in scenarios 
involving potential physical stresses, making it a resilient and  
trustworthy choice for diverse applications.

Intermittent Broadcasts 
At predetermined intervals, the DIS-Micro briefly wakes up and 
broadcasts its signal and temperature. 

Compatibility 
The broadcasted signal from the DIS-Micro can be detected and 
received by receivers integrated into the gateway devices that we 
produce. This compatibility allows for seamless integration with your 
existing tracking and monitoring infrastructure.

10G Ready 
This device is 10G ready, enabling high-speed data transmission. It is 
designed to send data efficiently while maintaining optimal  
performance.

Dimensions
The device measures 58 x 30 x 11 mm and supports a split pin length 
ranging from 0 to 7 mm, configurable upon customer request.

Key data 
Frequency range: 	 868-925 MHz

Batteries
Chemical system:  	 Li/MnO2 | non-recharge-	
			   able. 
Capacity:		  235mAh 
Voltage:			  3V
Amount of messages	 4.730.400 +/- Lithium

Operating conditions and package 
Temperature:		  -20C +65C
IP Rating:		  IP67 
IK Rating:		  IK6

April 2025, version 1.2


